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SDN Cable Pinout

EIA/TIA 568B

SDN IN/OUT RJ45 LOW VOLTAGE MOTOR CONNECTION PINOUT DETAIL

Made in USA

SOMFY 74300-France

28 rpm 0.8A IP 30

2Nm 24VDC

Sonesse 30 RS485 5063281G01
Node ID: 06:00 1E

Made in USA

SOMFY 74300-France

28 rpm 0.8A IP 30

2Nm 24VDC

Sonesse 30 RS485 5063281G01
Node ID: 06:00 1E
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LOW VOLTAGE RS485 CONTROL & PLUG-IN STYLE POWER

Suggested Power Strip Specifications

24V DC 1.66A Wall Mount
Plug-in Transformer

1822209

20 Gauge
2 Conductor
150 Ft. Max.

DecoFlex 6-Button
Keypad

SDN-1811252

Bus Power
Supply

1822440

To Power 120V AC

Cat5e Cable

Cat5e Cable

Input for animeo IP 
or Third 

Party Controller

Weidmuller 
Connector

(5 pin)
9020743

Data Hub
1870262

Power strip purchased separately

   10 outlets spaced to accommodate transformers
   Illuminated on/off switch with cover
   15 amp circuit breaker
   15 ft. power cord
   Heavy-duty metal case
   Keyhole slots on removable mounting brackets
   8 motor maximum


