
Roll Up WireFree™ R28 RTS

Applications

Technical Features
Voltage Supply DC
Index Protection Rating IP 20

Limit Switch Type Electronic

Limit Switch Capacity 110 Turns

Dimensions - in. (mm)

Performances Roll Up WireFreeTM 

R28 RTS
Voltage 12V DC

Torque 1.1 Nm

Thermal Protection 2.5 minutes

Over Current Protection 2 amps

*Sound Level 48 dBA - 56dBA

Speed 28 rpm

Radio Frequency for RTS 433.42 MHZ

* According to standards ISO 3741 NF 31022 in dB(A) ref. IOW

Part # 1002481  

Temperature Working Range 32°F to 140°F (0°C to 60°C)

Insulation Class Class III

Antenna	 RF antenna wire must be exposed and should not
	 come in contact with metal surfaces for greatest
	 RF range. RF wire may need to be repositioned for
	 optimal performance. RF Antenna wire must not be cut.

Fabrication Recommendations
●● Minimum roller tube inside diameter is 26.6 mm.

●● Aluminum or steel tubes can be used.

●● Somfy requires Energizer® Lithium batteries 
#L91 that provide patented safety protection.

Offers control via Radio Technology Somfy® (RTS)

13.22 in. (335.9 mm)

.35 in. (9 mm)

1.73 in. (44 mm)

Programming Button 1.14 in. (29 mm)Motor Cable (attached) 11.8 in. (300 mm)

.393 in.
(10 mm)

ø .125 in. (3.2 mm)
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Roll Up WireFree™ R28 RTS Hardware Systems
RollEase® R-Series & ZMC XR-Series

STANDARD BRACKET COMPONENTS

DIMENSIONS AND LIGHT GAP SPECIFICATIONS

PRODUCT CHART
IMAGE DESCRIPTION CATALOG NUMBER

1 ROLL UP WIREFREE™ R28 RTS 1002481

2A CROWN (FOR ROLLEASE® 1.25” TUBE) 9018474

2B DRIVE (FOR ROLLEASE® 1.25” TUBE) 9018476

2C CROWN (FOR ROLLEASE® 1.5” TUBE) 9018475

2D DRIVE (FOR ROLLEASE® 1.5” TUBE) 9018477

3 ROLLEASE® 1.5” PROJECTION BRACKET KIT R8 SERIES & ZMC 1.5” PROJECTION XR-SERIES BRACKETS Contact Somfy/ZMC

4 ROLLEASE® 1.25” TUBE & ZMC 1.25” Z-TUBE Contact Somfy/ZMC

4A ROLLEASE® 1.5” TUBE  9017913

4A ZMC 1.5” Z-TUBE Contact ZMC

5 CORD CLIPS (FOR ROLLEASE® 1.5” TUBE & ZMC 1.5” Z-TUBE) 9012200

6 TAKE-UP REEL (FOR ROLLEASE® 1.5” TUBE & ZMC 1.5” Z-TUBE) 1780786

1
2A

2B
2C

2D
3

3
3

4 & 4A

Standard Brackets Light Gap
Idler Side.62 in. 

(16 mm)
.62 in. 

(16 mm)1.5 in. (38 mm) 1.5 in. (38 mm)

1.5
 in

. (
38

.1 
mm

)

1.8
8 i

n. 
(4

8 m
m)

.59 in. 
(15 mm)

.56 in. 
(14.4 mm)

Motor Side

5

6

7



Roll Up WireFree™ R28 RTS Hardware Systems
RollEase® Skyline & ZMC XL-Series

STANDARD BRACKET COMPONENTS

DIMENSIONS AND LIGHT GAP SPECIFICATIONS

PRODUCT CHART
IMAGE DESCRIPTION CATALOG NUMBER

1 ROLL UP WIREFREE™ R28 RTS 1002481

2A CROWN (FOR ROLLEASE® 1.25” TUBE & ZMC 1.25” Z-TUBE) 9018474

2B DRIVE (FOR ROLLEASE® 1.25” TUBE & ZMC 1.25” Z-TUBE) 9018476

2C CROWN (FOR ROLLEASE® 1.5” TUBE & ZMC 1.5” Z-TUBE) 9018475

2D DRIVE (FOR ROLLEASE® 1.5” TUBE & ZMC 1.5” Z-TUBE) 9018477

3 MOTOR ADAPTOR PLATE FOR ROLLEASE® SKYLINE BRACKETS W/SCREWS & ZMC XL BRACKET 9016378

4 SKYLINE SERIES BRACKETS 1.5” PROJECTION (ROLLEASE®) (2 REQUIRED) 9017910

4 XL-SERIES BRACKETS 1.5” PROJECTION (ZMC) (1 PAIR REQUIRED) Contact ZMC

5 SKYLINE SERIES IDLER END PLUG (FOR ROLLEASE® 1.25” TUBE) Contact Somfy

5A SKYLINE SERIES HEAVY DUTY IDLER END PLUG (FOR ROLLEASE® 1.5” TUBE) 9017912

5A XL-SERIES IDLE END (FOR ZMC 1.25” Z-TUBE) Contact ZMC

6 ROLLEASE® STYLE 1.25” TUBE & ZMC 1.25” Z-TUBE Contact Somfy/ZMC

6A ROLLEASE® STYLE 1.5” TUBE  9017913

6A ZMC 1.5” Z-TUBE Contact ZMC

7 CORD CLIPS (FOR ROLLEASE® 1.5” TUBE & ZMC 1.5” Z-TUBE) 9012200

8 TAKE-UP REEL (FOR ROLLEASE® 1.5” TUBE & ZMC 1.5” Z-TUBE) 1780786
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Roll Up WireFree™ R28 RTS Hardware Systems
Louvolite® System 40 & ZMC RS-Series

STANDARD BRACKET COMPONENTS

DIMENSIONS AND LIGHT GAP SPECIFICATIONS

PRODUCT CHART
IMAGE DESCRIPTION CATALOG NUMBER

1 ROLL UP WIREFREE™ R28 RTS 1002481

2A CROWN (FOR LOUVOLITE 1 5/8’’ TUBE & ZMC 1.5” RS-TUBE) 9018588

2B DRIVE (FOR LOUVOLITE 1 5/8’’ TUBE & ZMC 1.5” RS-TUBE) INCLUDES 
MOTOR ADAPTOR PLATE WITH SCREWS

9018598

3 MOTOR & IDLER BRACKET KIT (FOR LOUVOLITE® STYLE SYSTEM 40 
& ZMC RS-SERIES)

9013715

4 COLLAPSIBLE END PLUG (FOR LOUVOLITE® STYLE SYSTEM 40 & ZMC RS-SERIES) 9013716

5 LOUVOLITE® STYLE 40 MM TUBE & ZMC 1.5” RS-TUBE Contact Somfy/ZMC
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Roll Up WireFree™ R28 RTS 
Crowns & Drives

Crown
#9018474

Drive
#9018476ø 1.25 in. / 32 mm

RollEase®

RollEase® 1.25” Tube

ø 1.5 in. / 38 mm
RollEase®

HD ø 31mm HD ø 37mm

RollEase® 1.5” Tube

Crown
#9018475

Drive
#9018477

Crown
#9018588ø 1.625 in. / 41.28 mm

Louvolite® System 40
Louvolite® 1.625” Tube

ø 1.05 in. / 26.6 mm ID
Round Tube (Standard)

Crown
(Supplied with motor)

Drive
#9018478

Drive
#9018598

SPECIALTY APPLICATIONS - Crown and drives may not be suitable for all applications.

Silouette® 

Hunter Douglas

NOTE: Please confirm manufacturers current tube profile corresponds to illustrations shown.

Vignette® 

Hunter Douglas

Shangri-La / Vienna 
Comfortex® / Turnils

New Style

Shangri-La / Vienna 
Comfortex® / Turnils

Crown
#9018590

Silhouette® (post March ‘04) Vignette®

Crown
#9018585
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Drive
#9018595

Crown
#9018587

Crown
#9018583

Drive
#9018597

Drive
#9018591

Shangri-La® / Vienna Tube Shangri-La® / Vienna Tube

Crown
#9019851

Crown
#9019886

Drive
#9019852

Drive
#9018593

Drive
#9018600


